—BR NO. 2, 1X6.00mX3.00m N NOTES :
RCC BOX A) GENERAL NOTES
CH:-1444.325

ALL DIMENSIONS ARE IN MILLIMETERS EXCEPT LEVELS WHICH ARE IN METER.

PROPOSED WORK IS SHOWN IN RED.

LOCAL CH. 0.00 EACH RECKONED FROM C/L OF PROP. HORC. MANESAR STATION BUILDING.

THE KILOMETERS SHOWN ARE RECKONED FROM MANESAR STATION .

FOR RAIL LEVELS, FORMATION LEVEL, GRADES ETC. REFER L-SECTION SHEET .

. THE EXISTING DETAILS ARE AS PER SITE SURVEY RECORDED BY THE CONSULTANT AND
VERIFIED BY HRIDC OFFICIAL.

7. ENGINEER IN CHARGE/ SITE ENGINEER SHOULD VERIFY THE RAIL LEVEL, FORMATION LEVEL , BED
LEVEL & TRACK CENTER AT SITE BEFORE COMMENCEMENT OF WORK.
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7] B) TECHNICAL NOTES :

e Ry 8. PROTECTION WORK SUCH AS PITCHING ON SLOPE FOR APPROACHES SHALL BE PROVIDED AS
PROP. RAIL LEVEL 252.128 - \'T ) A PER SITE CONDITION & IT SHALL BE DECIDED BY EXECUTIVE ENGINEER.
{{ WEEP 600 X 600 Z& 9. FLOORING DROP WALL & CURTAIN WALL SHALL BE PROVIDE DEPENDING UPON THE SITE
HOLES | HAUNCH\ | . \ ‘ | — CONDITION (ERODIBLE/ NON- ERODIBLE SOILS ) AND IT SHALL BE DECIDED BY DY. CE/C. IF FLOORING IS

PROP. FORMATION LEVEL 251.386

C bl L NECCESARY AS PER SITE CONDITION FOR ERODIBLE SOIL. THE RDSO DRG. NO.B /10154 SHALL BE
apie Line REFERED FOR ARRANGEMENT OF FLOORING / DROP WALL/ CURTAIN WALL.
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10. THE DROP/CURTAIN WALL SHELL BE IN MASS C.C. THE DETAILS SUCH AS DIMENSION AND DEPTH

FOR2 M FILL.
| | 12.  BALLAST CUSHION ABOVE BOX SHALL BE 350mm.
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13. DIMENSIONS OF RETURN WALL , DROP WALL/ CURTAIN WALL SHOWN IN THIS DRAWING ARE
TENTATIVE .

14. FOR RCC DETAILS OF RETURN WALL REFER SEPARATE DRAWING.

15.  FOR TOE WALL REEFER APPROVED DRG. NO CAO (C) CCG/24497/D-TOE WALL ( TYPE PLAN).

\
" AS SHOWN IN THIS DRG.
\ ‘ Gau Shala 11. FOR DETAILS OF RCC BOX REFER RDSO DRG. NO: B - 10155 & B - 10155/2. ( FOR 3.0 X 3.0 M SPAN)
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BED LEVEL 247.742

500 - 16. DESIGN CRITERIA IS BASED ON FOLLOWING IRS CODES :
:IGOO

r 600 10 MA S KEY PLAN (i) IRS BRIDGE RULE
. NESAR (i) IRS CONCRETE BRIDGE CODE
) 15|00 10mijt GAP ! N.T.S TO MARUTI PLANT (i) IRS BRIDGE SUB-STRUCTURE & FOUNDATION CODE
| L 17.  SEISMIC ZONES IS IV AS PER IRS BRIDGE RULES APPENDIX - IV (REVISED) & EXPOSURE
500 |__ CONDITION IS MODERATE.
[ SAND FILLING 18. THE BACK FILL MATERIAL SHALL BE CONFORMING TO CLAUSE 7.5 OF IRS SUB- STRUCTURE AND
, L 150 mm THK. P.C.C. BASE COURSE FOUNDATION CODE.
4565 19. WEEP HOLES SHALL BE OF 75/100 MM DIA PVC/AC PIPES STAGGERED @ 1000 MM C/C
L 150 THK. WEARING COURSE —256— 251 192 HORIZONTALLY AND VERTICALLY ABOVE LOW WATER LEVEL IN WING/RETURN WALL.
RL 251.19 . 20. REINFORCEMENT SHALL BE FE 500D (TMT) CONFORMING TO IS 1786 - 2008.
HALF ELEVATION HALF SECT|ON 21. FOR CONCRETE SPECIFICATION REFER IRS CONCRETE BRIDGE CODE.
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22.  GRADE OF CONCRETE :
() RCCBOX
(i) RETURN WALL M:35

3450 (i) WEARING COURSE M:20

N_75/100 mm DIA. 23.  LAP LENGTH SHALL BE 50 X DIA OF BAR LAPPING OF BAR SHALL BE STAGGERED AND NOT MORE

WEEP HOLES THAN 50% AT A SECTION.
24, MAXIMUM FOUNDATION PRESSURE UNDER RCC BOX IS 18.0 /m? AS PER RDSO DRG. NO RDSO /
B-10155/2.
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LEVEL (IN M)
PROPOSED

RAIL LEVEL 252.128 m
FORMATION LEVEL 251.386 m
EARTH CUSHION (mm) 0.044 m

BOTTOM OF TOP SLAB 250.742 m
BED LEVEL 247.742 m

GRADE LEVEL

LOADING STANDARD 25 T LOADING
BRIDGE ALIGNMENT CURVE (4°)
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STANDARD OF LOADING: 25 T LOADING
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= ALIGNMENT DESIGN, GAD OF BRIDGES, BUILDING ETC, SURVEY OF
/_ ELECTRICAL AND UNDERGROUND UTILITIES, PREPARATION OF YARD PLAN
B (ESP) BILL OF QUANTITIES AND OTHER ANCILLARY WORKS IN CONNECTION
WITH DEVELOPMENT OF RAILWAY YARD IN MARUTI PLANT AT MANESAR
INCLUDING PROPOSED SIDING FROM MANESAR STATION OF HORC.
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